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MAX SPL
AMP PEAK
AMP PGM
AMP RMS
WEIGHT

LIVESYS-5
115dB
600W
300W
150W
3.3kg

MAX SPL
AMP PEAK
AMP PGM
AMP RMS
WEIGHT

LIVESYS-5S
115dB
600W
300W
150W
3.3kg

Cabinet type

Frequency response

Driver

Connection

Media player

Phantom power

EQ

Dimensions (wxhxd)

active monitor

60Hz - 18kHz (-10dB)

90Hz - 13kHz (-3dB)

5”

3 x XLR/JACK + RCA

XLR OUTPUT

No

Yes

3-band

290 x 210 x 175mm

Cabinet type

Frequency response

Driver

Connection

Media player

Phantom power

EQ

Dimensions (wxhxd)

active monitor

60Hz - 18kHz (-10dB)

90Hz - 13kHz (-3dB)

5”

3 x XLR/JACK + RCA

XLR OUTPUT

Yes

Yes

2-band

290 x 210 x 175mm

high 150W rms power 10 inputs - 4 mic / 3 stereomulti purpose active cabinet

use for live PA or compact monitoring
dual 2.4GHz wireless microphones

optional stand for mixer / amp
LIVESYS 5S with built in MP3 playback with bluetooth

mixer / amp stores in rear of cabinetstand accessories included

2 mic/line + 1 aux input 2 10” high performance moulded cabinets
built in DSP effects and USB playback

MAX SPL
PEAK
PGM
RMS
WEIGHT

CABINET (each)
122dB
800W
400W
200W
13kg

MAX SPL
AMP PEAK
AMP PGM
AMP RMS
WEIGHT

SYSTEM
122dB
2 x 1000W
2 x 500W
2 x 250W
32kg

Cabinet type

Frequency response

Sensitivity 1w@1m

Coverage (h x v)

Nominal Impedence

LF Driver

HF Driver

Crossover frequency

Input connection

Dimensions (wxhxd)

2-way passive

70Hz - 20kHz

94dB

90 x 60 degree

4 ohm

10” / 50mm VC

1.35” / 34mm VC

2.5kHz

Jack

348 x 557 x 330mm

Mic channels

Stereo channels

EQ

Effects

Outputs

Media player

Frequency response

THD

Operating voltage

4 mic line inputs

3 stereo line inputs 

3 band EQ

16 DSP effects

2 x jack speaker outputs

stereo monitor + sub output

USB playback to stereo ch

20Hz - 20kHz

≤0.3%(1kHz,90W)

AC 100V~240V/50Hz

LIVESYS5/S

Adaptor
included

LS10 MICSICS

Operation voltage

Supply current

(Codec not Included)

RF Frequency

Modulation

Data rate

TX Power

RX Sensitivity

RF Range (indoor)

Frequency Response

S/N

THD+N

Dynamic range

TX:+3.3V DC  RX:+5V  DC

TX: 100mA

RX: 55mA

2400 ~ 2483MHz

GFSK

2M bps

+18dBm

-92dBm 

30m 

20~20kHz

85dB @ 20~20kHz

< 0.01% @ 20~20kHz

80dB

Model LS10 MIC

LIVESYS 5S

LIVESYS 5/5S rearLIVESYS 5S

LIVESYS 5

Lorem ipsum

L
IV

E
S

Y
S

 s
e
ri

e
s

monitor PALIVESYS10


