
14 15

Anakonda
Flexible, 2-meter array element speaker

Anakonda-KAN200 Anakonda-KAN200+ Anakonda-KAN200+8
General
Type Line array
Transducers 8 x 1” neodymium magnet woofer
Frequency Response (1) 150 Hz – 18 kHz (-6 dB) 
Max SPL (3) 102 dB (peak)
Rated Power 150 W
Coverage V. 10° | H. 140°
Connectors SpeakOn NL4 1+ 1- (signal); 2+ 2- (through)
Nominal Impedance 64 Ω

Line array
16 x 1” neodymium magnet woofer
150 Hz – 18 kHz (-6 dB) 
108 dB (peak)
300 W
V. 10° | H. 140°
SpeakOn NL4 1+ 1- (signal); 2+ 2- (through)
32 Ω

Line array
16 x 1” neodymium magnet woofer
150 Hz – 18 kHz (-6 dB) 
108 dB (peak)
300 W
V. 10° | H. 140°
SpeakOn NL4 1+ 1- (signal); 2+ 2- (through)
8 Ω

Handling & Finishes
Dimensions (WxHxD) 2000 (±20 mm) x 56 x 35 mm

(79.5 (±0.8 in) x 2.2 x 1.4 in)
Weight 1.4 kg (3.1 lb)
Material PVC/Neoprene
Colors Black, White
IP Rating IP64

2000 (±20 mm) x 56 x 35 mm
(79.5 (±0.8 in) x 2.2 x 1.4 in)
1.9 kg (4.2 lb)
PVC/Neoprene
Black, White
IP64

2000 (±20 mm) x 56 x 35 mm
(79.5 (±0.8 in) x 2.2 x 1.4 in)
1.9 kg (4.2 lb)
PVC/Neoprene
Black, White
IP64

Houses of Worship

Auditoriums and Concert Halls

Theaters

Stadiums and Sport Venues

Event Productions


