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Event-KREV101
All-white mono column
for event productions

Event-KREV102
All-white mono column with 

modular elements

Thunder-KMT12 I | Subwoofer Thunder-KMT12 I | SubwooferKobra-KK102 I | Speaker Kobra-KK102 I | Speaker

General
Type Active subwoofer
Transducers 12” neodymium magnet driver
Frequency Response (1) 45 Hz – 150 Hz (-6 dB)  
Max SPL (2) 131 dB (peak)
Coverage Omni
Amp Module 2 ch. switch-mode, class D
Output Power 2 x 1000 W @ 8 Ω
Power consumption 300 W, 1/8 Rated Power (Pink Noise)
Connectors INPUT: 2x XLR (bal) line input,

1x XLR AES3 input
OUTPUT: 1x SpeakOn 
loudspeaker output + 2x XLR (bal) 
parallel line output, 1x XLR AES3 
output SERIAL: 1x XLR RS485 
serial input, 1x XLR RS485 serial 
output, 1x USB-B inlet

General
Type Active subwoofer
Transducers 12” neodymium magnet driver
Frequency Response (1) 45 Hz – 150 Hz (-6 dB)  
Max SPL (2) 131 dB (peak)
Coverage Omni
Amp Module 2 ch. switch-mode, class D
Output Power 2 x 1000 W @ 8 Ω
Power consumption 300 W, 1/8 Rated Power (Pink Noise)
Connectors INPUT: 2x XLR (bal) line input,

1x XLR AES3 input
OUTPUT: 1x SpeakOn 
loudspeaker output + 2x XLR (bal) 
parallel line output, 1x XLR AES3 
output SERIAL: 1x XLR RS485 
serial input, 1x XLR RS485 serial 
output, 1x USB-B inlet

Handling & Finishes
Dimensions (WxHxD) 326 x 343 x 433 mm

(12.8 x 13.5 x 17 in)
Weight 15.6 kg (34.4 lb)
Material Wood
Colors White
IP Rating (9) IP40

Handling & Finishes
Dimensions (WxHxD) 326 x 343 x 433 mm

(12.8 x 13.5 x 17 in)
Weight 15.6 kg (34.4 lb)
Material Wood
Colors White
IP Rating (9) IP40

General
Type Line array
Transducers 16 x 2" neodymium magnet 

woofers
Frequency Response (1) 150 Hz – 18 kHz (-6 dB)
Max SPL (3) 126 dB (peak)
Rated Power 400 W
Coverage V. 7° - 35° | H. 120°
Connectors SpeakOn NL4

1+ 1- (signal); 2+ 2- (through)
Nominal Impedance 8 Ω / 32 Ω selectable

General
Type Line array
Transducers 16 x 2" neodymium magnet 

woofers
Frequency Response (1) 150 Hz – 18 kHz (-6 dB)
Max SPL (3) 126 dB (peak)
Rated Power 400 W
Coverage V. 7° - 35° | H. 120°
Connectors SpeakOn NL4

1+ 1- (signal); 2+ 2- (through)
Nominal Impedance 8 Ω / 32 Ω selectable

Handling & Finishes
Dimensions (WxHxD) 59 x 1000 x 81 mm

(2.3 x 39.4 x 3.2 in)
Weight 4.8 kg (10.6 lb)
Material Stainless Steel
Colors White
Finishes 24K Gold, Polished, Brushed
IP Rating (5) IP64
EN54-24 (4) EN 54-24:2008 compliant

Handling & Finishes
Dimensions (WxHxD) 59 x 1000 x 81 mm

(2.3 x 39.4 x 3.2 in)
Weight 4.8 kg (10.6 lb)
Material Stainless Steel
Colors White
Finishes 24K Gold, Polished, Brushed
IP Rating (5) IP64
EN54-24 (4) EN 54-24:2008 compliant

Anakonda-KAN200+ | Speakers x 4

General
Type Line array
Transducers 16 x 1” neodymium magnet woofer
Frequency Response (1) 150 Hz – 18 kHz (-6 dB) 
Max SPL (3) 108 dB (peak)
Rated Power 300 W
Coverage V. 10° | H. 140°
Connectors SpeakOn NL4 1+ 1- (signal);

2+ 2- (through)
Nominal Impedance 32 Ω

Handling & Finishes
Dimensions (WxHxD) 2000 (±20 mm) x 56 x 35 mm 

79.5 (±0.8 in) x 2.2 x 1.4 in)
Weight 1.9 kg (4.2 lb)
Material PVC/Neoprene
Colors White
IP Rating IP64

Auditoriums and Concert Halls Auditoriums and Concert Halls

Broadcast and Studios Broadcast and Studios

Theaters Theaters

Nightclubs and Lounges Nightclubs and Lounges

Event Productions Event Productions

Note: The configuration can only be used alternatively with the Kobra column or the Anakonda components.
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Event-KREV80
All-white modular setup
for event productions

Thunder-KMT12 I | Subwoofer Anakonda-KAN200+ | Speakers x 4

General
Type Line array
Transducers 16 x 1” neodymium magnet woofer
Frequency Response (1) 150 Hz – 18 kHz (-6 dB) 
Max SPL (3) 108 dB (peak)
Rated Power 300 W
Coverage V. 10° | H. 140°
Connectors SpeakOn NL4 1+ 1- (signal);

2+ 2- (through)
Nominal Impedance 32 Ω

Handling & Finishes
Dimensions (WxHxD) 2000 (±20 mm) x 56 x 35 mm 

79.5 (±0.8 in) x 2.2 x 1.4 in)
Weight 1.9 kg (4.2 lb)
Material PVC/Neoprene
Colors Black, White
IP Rating IP64

Auditoriums and Concert Halls

Broadcast and Studios

Theaters

Nightclubs and Lounges

Event Productions

General
Type Active subwoofer
Transducers 12” neodymium magnet driver
Frequency Response (1) 45 Hz – 150 Hz (-6 dB)  
Max SPL (2) 131 dB (peak)
Coverage Omni
Amp Module 2 ch. switch-mode, class D
Output Power 2 x 1000 W @ 8 Ω
Power consumption 300 W, 1/8 Rated Power (Pink Noise)
Connectors INPUT: 2x XLR (bal) line input,

1x XLR AES3 input
OUTPUT: 1x SpeakOn 
loudspeaker output + 2x XLR (bal) 
parallel line output, 1x XLR AES3 
output SERIAL: 1x XLR RS485 
serial input, 1x XLR RS485 serial 
output, 1x USB-B inlet

Handling & Finishes
Dimensions (WxHxD) 326 x 343 x 433 mm

(12.8 x 13.5 x 17 in)
Weight 15.6 kg (34.4 lb)
Material Wood
Colors White
IP Rating (9) IP40


