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Duetto-KD6T Duetto-KD6B Duetto-KD6BT

General
Transducers 6 mm neodymium magnet
Frequency Response (1) 5 Hz – 23 kHz
Sensitivity 105 ± 3 dB @ 1 kHz (1W/1m)
Impedance 16Ω ±15%
Jack plug 3.5 mm, straight

6 mm neodymium magnet
5 Hz – 23 kHz
105 ± 3 dB @ 1 kHz (1W/1m)
16Ω ±15%
3.5 mm, straight

6 mm neodymium magnet
5 Hz – 23 kHz
105 ± 3 dB @ 1 kHz (1W/1m)
16Ω ±15%

Handling & Finishes
Finishes / Color 24K Gold, Titanium-anodized Oxidation
Material Aluminum Alloy

Battery
Type
Life

Microphone
Sensitivity
Frequency Response
Polar Pattern
Bluetooth
Communication System
Output
Maximum Communication 
Range
Compatible Bluetooth 
Profiles
Support Codec

Black
Aluminum Alloy

Black
Aluminum Alloy

DC 3.7 V lithium polymer rechargeable battery
Up to 6 hrs
(Charging time: approx. 3 hrs for 0-100% charge)

-42 dB
100 - 10000 Hz
Omnidirectional

Version 5
Specification Power Class 2
Line of sight
approx. 10 mt (33’)

A2DP, AVRCP, HFP, HSP

AAC, SBC

-42 dB
100 - 10000 Hz
Omnidirectional

Duetto
Ultra-mini earbuds


