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Kommander
All-in-one stainless steel 
amplifier and processing solution

Kommander-KA14

Kommander-KA14

Kommander-KA24

Kommander-KA24

Kommander-KA84

Kommander-KA84

Kommander-KA02

Kommander-KA02

General
Rated Power 4 x 250 W @ 4 Ω
Frequency Response (1) 20 Hz – 20 kHz (±1 dB)  
Impedance minimum 4 Ω
AC input operating range 100-240 V ±10%, 50-60 Hz

Nominal power 
consumption

400 W, 1/8 Rated Power
(Pink Noise)

IP rating IP20

4 x 500 W @ 4 Ω
20 Hz – 20 kHz (±1 dB)  
minimum 4 Ω
100-240 V ±10%, 50-60 Hz

600 W, 1/8 Rated Power
(Pink Noise)
IP20

4 x 2000 W @ 4 Ω
20 Hz – 20 kHz (±1 dB)  
minimum 4 Ω
100-240 V ±10%, 50-60 Hz

600 W, 1/8 Rated Power
(Pink Noise)
IP20

4 x 50W @ 4Ω
20 Hz – 20 kHz (±1 dB)  
minimum 4 Ω (2 Ω PBTL)
Dedicated AC/DC power adapter 
100-240V ~ AC, 50-60 Hz input / 
24 V, 4 A DC output
20 W, 1/8 Rated Power
(Pink Noise)
IP20

Handling & Finishes
Dimensions (WxHxD) 426 x 87 x 302 mm 

(16.7 x 3.4 x 11.9 in)
Weight 3.8 kg (8.37 lb)
Colors Black

426 x 87 x 302 mm 
(16.7 x 3.4 x 11.9 in)
5.4 kg (11.9 lb)
Black

426 x 87 x 302 mm 
(16.7 x 3.4 x 11.9 in)
6.4 kg (14.1 lb)
Black

144 x 144 x 46 mm 
(5.7 x 5.7 x 1.8 in)
0.5 kg (1.1 lb)
Black

Auditoriums and Concert Halls

Theaters

Houses of Worship

Boardrooms and Conference Rooms

Restaurants and Cafes


