
48 49

Mastiff
Low-profile, high power 
stage monitor

Mastiff-KM112 Mastiff-KM112P Mastiff-KM312 Mastiff-KM312P
General
Type Active subwoofer

Transducers Coaxial 12” woofer
+ 2.4” compression driver 

Frequency Response (1) 70 Hz – 19 kHz (-6 dB)  
Max SPL (2) 133 dB (peak)
Rated Power -
Coverage Selectable:

V/H – 30°/100° | 100°/30°
Connectors INPUT: 2x XLR (bal) line input,

1x XLR AES3 input
OUTPUT: 1x SpeakOn 
loudspeaker output + 2x XLR (bal) 
parallel line output, 1x XLR AES3 
output SERIAL: 1x XLR RS485 
serial input, 1x XLR RS485 serial 
output, 1x USB-B inlet

Nominal Impedance -
Power Consumption 300 W, 1/8 Rated Power

(Pink Noise)

Passive subwoofer

Coaxial 12” woofer
+ 2.4” compression driver 

70 Hz – 19 kHz (-6 dB)  
133 dB (peak)
1200 W
Selectable:
V/H – 30°/100° | 100°/30°
SpeakOn NL4
 1+ 1- (signal)
2+ 2- (through)

8 Ω

Active subwoofer
2 x 12” neodymium magnet woofer 
1 x Coaxial 12” woofer
+ 2.4” compression driver
60 Hz – 19 kHz (-6 dB)  
138 dB (peak)
-
Selectable:
V/H – 30°/100° | 100°/30°
INPUT: 2x XLR (bal) line input,
1x XLR AES3 input
OUTPUT: 1x SpeakOn 
loudspeaker output + 2x XLR (bal) 
parallel line output, 1x XLR AES3 
output SERIAL: 1x XLR RS485 
serial input, 1x XLR RS485 serial 
output, 1x USB-B inlet
-
600 W, 1/8 Rated Power
(Pink Noise)

Passive subwoofer
2 x 12” neodymium magnet woofer
1 x Coaxial 12” woofer
+ 2.4” compression driver
60 Hz – 19 kHz (-6 dB)  
138dB (peak)
2000W + 1000W
Selectable:
V/H – 30°/100° | 100°/30°
SpeakOn NL4
1+ 1- (MF-HF);
2+ 2- (LF)

LF: 4 Ω | MF-HF: 8 Ω

Handling & Finishes
Dimensions (WxHxD) (12) 450 x 351 x 530 mm

(17.7 x 13.8 x 20.9 in)
Weight 23 kg (50.7 lb)
Material Wood/Stainless Steel
Colors Black, White, Custom RAL
IP Rating IP20
Amp Module 2 ch. switch-mode, class D
Output Power 2 x 1000 W @ 8 Ω

450 x 351 x 530 mm
(17.7 x 13.8 x 20.9 in)
23 kg (50.7 lb)
Wood/Stainless Steel
Black, White, Custom RAL
IP20

820 x 351 x 530 mm
(32.3 x 13.8 x 20.9 in)
37.5 kg (82.67 lb)
Wood/Stainless Steel
Black, White, Custom RAL
IP20
4 ch. switch-mode, class D
4 x 1600 W @ 4 Ω

820 x 351 x 530 mm
(32.3 x 13.8 x 20.9 in)
37.5 kg (82.7 lb)
Wood/Stainless Steel
Black, White, Custom RAL
IP20

Large Congregations

Nightclubs and Lounges

Concerts and Live Events

Broadcast and Studios

Theaters


